ERFLEX KUMANDA KABLOLARI ERFLEX CONTROL CABLES

ERFLEX 120-YCY / HOSVVC4V5-K (NYSLYCYé

iYI EMC* OZELLIK/ESNEK KABLO YAPISI/KUCUK BUKULME YARICAPI/ALEV GECIKTIRICI OZELLIK/YAGA DAYANIKLILIK
GOOD EMC* CHARACTERISTIC/FLEXIBLE CABLE DESIGN/SMALL BENDING RADIUS/
FLAME RETARDANT CHARACTERISTIC/OIL RESISTANT
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KULLANIM ALANLARI

Elektromanyetik karisim ve girisimlerin oldugu

-Enstriiman ve Kontrol Mihendisliginde

-Akaryakit Pompalarinda

-Olcme ve kontrol amacli olarak makine Gretiminde

-Montaj ve Uretim Hatlarinda

-Kuru ve nemli ortamlarda

-Kimyasal dayanim istenen ortamlarda

-Mekanik zorlanmalarin orta derece oldugu yerlerde kullanihr

KABLO YAPISI
1-iletken |IEC 60228; DIN EN 60228; EN 60228 Sinif 5
BUkulu Elektrolitik Tavl Bakir

2-Yalitkan EN 50363-3 PVC Kompaund

3-Yalitim Renk  DIN VDE 0293; TS EN 50334 veya Siyah damar,
beyaz numara kodlu

4-Biikiim Uygun adimda katlar halinde

S-i¢ Kilif EN 50363-4-1 PVC Kompaund

6-Ekran Kalayl Bakir Orgii

7-Dis Kilif EN 50363-4-1 TM5 yaga dayanikli PVC Kompaund

8-Kilif Rengi RAL 7001 Gri

TEKNIK OZELLIKLER

TECHNICAL CHARACTERISTICS

APPLICATION

In places where electro-magnetic interference and influence exists
-Instrumentation and Control Engineering

-Fuel Oil Pumps

-In machine production as measurement and control cable
-Production and Assembly Lines

-Dry and humid places

-In places where medium level mechanical stresses exist

CONSTRUCTION

1-Conductor IEC 60228; DIN EN 60228; EN 60228 Class 5
Stranded Electrolytic Bare Copper

EN 50363-3 PVC Compound

DIN VDE 0293; TS EN 50334 or Black cores with
white number Imprinted

2-Insulation
3-Colour Code

4-Stranding In layers of optimum pitch
5-Inner Sheath EN 50363-4-1PVC Compound
6-Screen Tinned Copper Braid

7-Outer Sheath
8-Sheath Colour

EN 50363-4-1 TM5 oil resistant PVC Compound
RAL 7001 Grey

ILETKEN DIRENCI ~ YALITIMDIRENCI  AKIM TASIMA KAPASITESI  CALISMA VOLTAJI  TEST VOLTAJI BUKULME YARICAPI  CALISMA SICAKLIGI ALEV GECIKTIRICILIK KIMYASAL DAYANIM
CONDUCTOR INSULATION CURRENT CARRYING OPERATING TEST VOLTAGE BENDING RADIUS TEMPERATURE RANGE TESTI CHEMICAL RESISTANCE
RESISTANCE RESISTANCE CAPACITY VOLTAGE FLAME RETARDANT TEST

mm*  Q/km | 20MQkm mm? A 300V/500V 2000V 10 Cable @ Hareketli / Mobile IEC 60332-1-2 IEC 60811-404

05 3 05 60 5°C-+70°C Sabit DIN EN 60332-1-2

075 26 0,75 13 Sabit / Stable EN 60332-1-2

1,0 19,5 10 16 -30°C-+70°C

15 133 15 20

25 7,98 25 25
NOTLAR NOTES

*EMC: Elektromanyetik uyumlu

Esnek yapilari ile dar alanlarda rahathkla uygulanabilirler.
Bu tip kablolar dis ortamlarda kullanima uygun dedgildir.
02Z: Siyah yalitim+Sari/Yesil toprak koruma damarsiz

JZ : Siyah yalitim+Sari/Yesil toprak koruma damari

OB: Renk kodlu yalitim+Sari/Yesil toprak koruma damarsiz
JB: Renk kodlu yalitim +Sari/Yesil toprak koruma damari

*EMC: Electromagnetic compatibility

With their flexible design they can easily be used in narrow spaces.
These cables are not suitable for outdoor use.

0Z: Black insulation+Without Green/Yellow earthing core

JZ : Black insulation+Green/Yellow earthing core

OB: Colour code insulation+Without Green/Yellow earthing core
JB: Colour code insulation+With Green/Yellow earthing core



