ERVITAL YANGINA DAYANIKLI SINYAL KONTROL KABLOLARI ERVITAL FIRE RESISTANT SIGNAL CONTROL CABLES

ERVITAL LIHCH-TP FE180/PH120

VDE 0812
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KULLANIM ALANLARI

Elektromanyetik karisim ve girisimlerin oldugu

insanlarin yogun olarak bulundugu kapali ortamlarda

-Enstriiman ve kontrol mihendisliginde

-Endustriyel elektronikte

-Bilgisayar ve ofis makinelerinde

-Bina i¢i haberlesme sistemlerinde

-Bina ici ses sistemlerinde

-insan hayatinin ve énemli malzemelerin korunmasi gereken yerlerde

KABLO YAPISI

1-iletken |IEC 60228; DIN VDE 0295; EN 60228 Sinif 5
BUkull Elektrolitik Tavl Bakir

2-Yalitkan Capraz Bagl Seramik Formunda Polimer
Kompaund
3-Yalitim Renk DIN 47100

APPLICATION

In places where electro-magnetic interference and influence exists
Indoors where people are densely populated
-Instrumentation and control engineering
-Industrial electronics

-Computers and office machines

-Indoor communication systems

-Indoor sound systems

-In places where human life and valuable materials and equipment need

to be protected

CONSTRUCTION

IEC-60228; DIN VDE 0295; EN 60228 Class 5

1-Conductor
2-Insulation

3-Colour Code
4-Stranding
5-Wrapping
6-Screen
7-Sheath

Stranded Electrolytic Bare Copper

ALEV GECIKTIRICi OZELLIK/DUSUK DUMAN YOGUNLUGU/ZEHIRLI VE KOROZIF GAZLARDAN ARINDIRILMIS
DEVRE BUTUNLUGU MINIMUM 180 DAKIKA/MEKANIK SOKLU DEVRE BUTUNLUGU PH120
FLAME RETARDANT CHARACTERISTIC/LOW SMOKE EMISSION/WITHOUT POISONED AND CORROSIVE GASES
CIRCUIT INTEGRITY 180 MINUTES/CIRCUIT INTEGRITY WITH MECHANICAL SHOCK PH120

Cross-linked Ceramic Forming Polymer

Compound

DIN 47100

Pairs in layers

Pes Tape + Glass Fibre Tape
Tinned Copper Braid

EN 50290-2-27 HFFR Compound

YANGIN PERFORMANS TESTLERI
FLAME PERFORMANCE TESTS
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ALEV GECIKTIRICILIK TESTI ALEV YAYILIMI TESTI DUMAN YOGUNLUGU KOROZIF GAZ TESTI

FLAME RETARDANT TEST FLAME PROPAGATION TESTI TEST ON CORROSIVENESS
TEST SMOKE DENSITY TEST COMBUSTION GASES

IEC60332-1-2 IEC60332-3-24 IEC61034-2 IEC60754-2

VDE0482-332-1-2 VDE 0482-332-3-24 VDE 0482-1034-2 VDE 0482-754-2

EN60332-1-2 EN60332-3-24 EN61034-2 EN60754-2

BSEN60332-1-2 BSEN60332-3-24 BSEN61034-2 BSEN60754-2

4-Biikiim Cift bukum, katlar halinde
5-Ayirici Bant  Pes Bant + Cam Elyaf Bant
6-Ekran Kalayl Bakir Orgii
7-Kihf EN 50290-2-27 HFFR Kompaund
TEKNIK OZELLIKLER
TECHNICAL CHARACTERISTICS
ILETKEN DIRENCI YALITIM DIRENCI (min) EFEKTIF KAPASITE AKIM TASIMA KAPASITESI
CONDUCTOR INSULATION MUTUAL CURRENT CARRYING
RESISTANCE RESISTANCE (min) CAPACITANCE CAPACITY
mm*  Q/km MQxkm 120nF/km mm? A
0,22 79 0,22mm?/0,34mm? 022 25
0,34 56 =200 034 45
0,50 39 >0,50mm? =20 050 60
075 26 075 13
1,0 19,5 10 16
15 133 15 20
25 7,98 25 25
BUKULME YARICAPI  TESTVOLTAJI CALISMA VOLTAJI CALISMA SICAKLIGI
BENDING RADIUS TEST VOLTAGE OPERATING VOLTAGE TEMPERATURE RANGE
7,5x Cable @ 0.22mm?/0.34mm? =1200V | 0,22mm?/0,34mm?=250V | -40°C-+70°C
>0,50mm? = 2000V >0,50mm? =300/500V
NOTLAR NOTES

* Bu kablo PH180 testlerinde VDE tarafindan onaylanmis ve sertifikaland-

irimistir.

* This cable has been approved and certified by VDE on PH 180 tests

@ @

HALOJENSIZLIKTESTI  DEVRE BUTUNLUGU TESTI(FE180) MEKANIK SOKLU DEVRE

HALOGEN FREE TEST CIRCUIT INTEGRITY TEST (FE180) BUTUNLUGU TESTI (PH120)
CIRCUITINTEGRITY WITH SHOCK TEST (PH120)

IEC60754-1 IEC60331-23 EN50200

VDE0482-754-1 VDE0482-200

EN60754-1 BSEN50200

BSEN60754-1




