SINYAL KONTROL KABLOLARI SIGNAL CONTROL CABLES

LIH(St)H

ESNEK KABLO YAPISI/INCELTILMIS DIS CAP/KUCUK BUKULME YARICAPI/iYi EMC* OZELLIK/ALEV GECIKTIRICI
OZELLIK/DUSUK DUMAN YOGUNLUGU/ZEHIRLI VE KOROZIF GAZLARDAN ARINDIRILMIS

FLEXIBLE CABLE DESIGN/REDUCED OUTER DIAMETER/SMALL BENDING RADIUS/GOOD EMC* CHARACTERISTIC/
FLAME RETARDANT CHARACTERISTIC/LOW SMOKE EMISSION/WITHOUT POISONED AND CORROSIVE GASES
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KULLANIM ALANLARI APPLICATION

Elektromanyetik karisim ve girisimlerin oldugu In places where electro-magnetic interference and influence exists
insanlarin yogun olarak bulundugu kapali ortamlarda In closed areas where people are densely populated

-Enstriiman ve Kontrol Miihendisliginde -Instrumentation and Control Engineering

-Endustriyel Elektronikte -Industrial Electronics

-Bilgisayar ve Ofis Makinelerinde -Computers and Office Machines

-Bina Ici Haberlesme Sistemlerinde -Indoor Communication Systems

-Bina ici Ses Sistemlerinde -Indoor Sound Systems

-insan hayatinin, degerli malzemelerin ve ekipmanlarin korunmasi -In places where human life and valuable materials and equipment
gereken yerlerde need to be protected

KABLO YAPISI CONSTRUCTION

1-iletken |IEC 60228; DIN VDE 0295; EN 60228 Sinif 5 1-Conductor IEC 60228; DIN VDE 0295; EN 60228 Class 5

Bakula Elektrolitik Tavli Bakir Stranded Electrolytic Bare Copper

2-Yalitkan EN 50290-2-26 HFFR Kompaund 2-Insulation EN 50290-2-26 HFFR Compound

3-Yalitim Renk DIN 47100 3-Colour Code DIN 47100

4-Biikiim Uygun adimda katlar halinde 4-Stranding In layers of optimum pitch

5-Ayirici Bant Pes Bant 5-Wrapping Pes Tape

6-Ekran Kalayli Bakir Toprak Teli + Al-Pes Bant 6-Screen Tinned Copper Drain Wire + Al-Pes Tape

7-Kihf EN 50290-2-27 HFFR Kompaund 7-Sheath EN 50290-2-27 HFFR Compound

8-Kilif Rengi RAL 7001 Gri 8-Sheath Colour RAL 7001 Grey

TEKNIK OZELLIKLER

TECHNICAL CHARACTERISTICS
ILETKEN DIRENCI YALITIM DIRENCI EFEKTIF KAPASITE EMPEDANS INDUKTANS AKIM TASIMA KAPASITESI CALISMA VOLTAJI TESTVOLTAJI
CONDUCTOR INSULATION MUTUAL IMPEDANCE INDUCTANCE CURRENT CARRYING OPERATING TEST VOLTAGE
RESISTANCE RESISTANCE CAPACITANCE CAPACITY VOLTAGE

mm?  Q/km MQxkm mm?  pf/m 78Q 0,67mH/km mm? A 0,22mm?/0,34mm?= 250V 0,22mm?/0,34mm?= 1200V
0,22 79 0,22mm?/0,34mm*=200 | 0,22 10 0,22 25 >0,50mm? = 300/500V > 0,50mm?= 2000V
0,34 56 >0,50mm?*=20 0,34 10 0,34 4,5

0,50 39 050 120 050 60

0,75 26 075 120 0,75 13

1,0 19,5 10 130 1,0 16

15 133 15 140 15 20

25 7,98 25 150 25 25
BUKULME YARICAPI  CALISMA SICAKLIGI ALEV GECIKTIRICILIK TESTI EMC* DUMAN YOGUNLUGU KOROZIF GAZ TESTI HALOJENSIZLIKTESTI  ALEV YAYILIMI TESTI
BENDING RADIUS TEMPERATURE RANGE ~ FLAME RETARDANT TEST EMC* TESTI TESTON CORROSIVENESS ~ HALOGENFREETEST FLAME PROPAGATION TEST

SMOKE DENSITY TEST OF COMBUSTION GASES
15x Cable @ -30°C-+70°C IEC 60332-1-2 ELEKTROMANYETIK UYUMLU IEC 61034-2 IEC 60754-2 IEC 60754-1 IEC 60332-3-24
DIN EN 60332-1-2 ELECTROMAGNETIC COMPATIBILITY | VDE 0482-1034-2 VDE 0482-754-2 VDE 0482-754-1 DIN EN 60332-3-24
EN 60332-1-2 EN 610342 EN 60754-2 EN 60754-1 EN 60332-3-24

NOTLAR NOTES

Esnek yapilariile dar alanlarda rahatlikla uygulanabilirler. With its flexible design it can easily be used in narrow spaces.

Bu tip kablolar dis ortamlarda kullanima uygun degildir. These cables are not suitable for outdoor use.

LIH(St)H-0Z: Numara kodlu siyah damarlar. LIH(St)H-0Z: Number coded black cores.




